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5000 litre midi bulk system  
Product code: AD945
Base 2250 x 2850mm,  
Height 2350mm 
An upgrade to the 2,500L Mini 
system featuring increased 
storage capacity, a large access 
door and fuel management 
system compatibility

6000 litre midi bulk system  
Product code: AD842
Base 2580 x 3180mm,  
Height 2610mm 
An improved capacity 
dispensing tank with full height 
access doors and the option 
to use as either a standalone 
dispenser or in unison with a 
remote filling point

10000 litre maxi bulk system  
Product code: AD843 
Base 2890 x 3490mm,  
Height 2600mm 
A high capacity dispensing 
tank with full height access 
doors, designed for larger fleet 
operators

Home base remote filing 
point  
Product code: AD981 
Remote nozzle holder, activation switch  
and emergency shut off for where a tank 
cannot be located at the vehicle filling point.  
Also available with litre display

9000 litre maxi bulk system
Product code: AD949
Base 2450 x 3280mm,  
Height 2950mm 
A high capacity dispensing 
tank, intended for larger fleet 
operators

15000 litre mega bulk system  
Product code: AD844
Base 2860 x 3460mm,  
Height 3500mm 
Large enough to handle any 
fleet size. Ideal as either a 
stand-alone dispenser, or as 
part of a multi-lane fuel island 
solution

Slimline Edge - Forecourt system
Product code: AD944 
The 4,500L forecourt 
system offers AdBlue 
storage and dispensing for 
all truck stop and petrol 
station environments. 
Can be installed with 
both internal and external 
dispensers

�2500 litre mini bulk system 
Product code: AD942 
Base 2460 x 1460mm,  
Height 1860mm 
The perfect upgrade for IBC users. 
Fully bunded and lockable, 230V 
pump with electronic display 
gauge, 4m hose and stainless 
steel auto-nozzle

�2500 litre mini bulk system 
Product code: AD942S 
Base 2840 x 1520mm,  
Height 1630mm 
Total storage and dispensing  
system supplied ready to use  
and suitable where upgrade  
without mains power.  Available  
as 12V Battery operated, or with  
24V pump and Anderson leads.

5000 litre slimfit system 
Product code: AD944  
Base 1150 x 3900mm,  
Height 2340mm 
Compact design tank for 
installations where space is 
limited, while retaining increased 
storage capacity and easier 
internal access.



AdBlue® in 205 litre Drums 
Product code: AD930
Weight per drum: 223kg net, 232kg gross  
Height 906mm, Ø = 595mm  
205L drums are an ideal solution for small to medium sized fleets.  
Each drum is filled then sealed in a controlled environment to ensure  
that the quality of the AdBlue® is not compromised.
Drums contain <30% reycled plastic and are exempt from  
Plastic Packaging Tax (PPT)  
Use with: Manual drum pump AD997

AdBlue® in 1000 litre IBC (CDS/SEC)  
Product code: AD955
Base 1210 x 1010mm, Height 1170mm. 
1090kg net  1160kg gross
Returnable IBC filled with 1000L of AdBlue®.  
Fittedwith basic plastic CDS/SEC  
closed connection system.  
Discharge by connecting a compatible pump. 
Use with: Pump fitted with CDS/SEC 
coupler such as AD963 or AD964

AdBlue® in 1000 litre IBC (Gravity) 
Product code: AD953
Base 1210 x 1010mm, Height 1170mm 
1090kg net 1160kg gross
Returnable IBC filled with 1000L of AdBlue®.  
For use where no power is available, emptying  
is via the bottom tap using a gravity discharge  
hose kit. Unit must be raised in order to  
draw from bottom tap.
Use with: AD998 Gravity dispense kit

AdBlue® Canisters
Product code: AD905/AD910/AD820
AdBlue® canisters with moulded grip and integrated filling spout.  
This innovative can comes complete with fast-pour spout contained  
behind the label for cleanliness and convenience.
Canisters contain <30% recycled plastic and are exempt from 
Plastic Packaging Tax (PPT)  
Supplied in full pallets: 120 x 5 litres = 600 litres pallet qty 
	 75 x 10 litres = 750 litres pallet qty	  
	 45 x 20 litres = 900 litres pallet qty



230v Self Priming IBC pump – Basic 
Product code:	AD963 (plastic CDS/ 
		          SEC coupling)
230V pump for indoor or outdoor use (IP55 rated),  
34 litres/minute flow rate, self-priming with 4m hose  
and plastic dispensing nozzle. Can be wall mounted,  
or hung on IBC cage.
Use with:  AD955 IBC 

IBC gravity dispense kit
Product code: AD998 
3 metre dispensing hose  
and plastic trigger nozzle.   
Connects directly to bottom 
outlet of gravity fed IBC.
Use with:  
AD953 IBC

205 litre drum pump
Product code: AD997  
Heavy duty double-action hand 
pump for use with 205L drums 
only. Dispenses 400 ml per 
stroke providing safe, effortless 
dispensing.
Not suitable for use with IBCs.  
Use with: AD930 205 litre drums 

Pro Model 
CDS/SEC

Pro Model 
Plastic 
CDS/SEC 
coupling

Basic Model 
Plastic 
CDS/SEC 
coupling

12 Volt IBC pump   
Product code:	AD863 (Basic CDS/SEC)  
	 AD864 (Pro Model CDS/SEC)
Specification as per Basic and Pro pump models,  
but designed for use with a 12V supply only.  
34 litres/minute flow rate
Use with: AD955 IBC

230v Self Priming IBC pump – Pro model 
Product code:	AD964 (plastic CDS/		          	
		          SEC coupling)
All the features of the Basic pump with the addition of a  
K24 digital flow meter for measuring AdBlue usage and  
a heavy duty auto shut-off dispensing nozzle.
Use with: AD955 IBC 

Rotary IBC Pump 
Product code: AD891	
With a sturdy stainless casing and improved design, this 
manual rotary pump attaches to any IBC cage for smooth and 
more reliable dispensing. Supplied with a 2m suction and 3m 
dispensing hose, with swivel spout and CDS/SEC connector
Use with: AD955 IBC 
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AdBlue® Pro Tank Range
The AdBlue PRO Tank range is our highest specification 
dispensing system which includes the Greenox Access fleet 
management system.

This plug and play technology is a dedicated multi-user panel 
incorporated in a weatherproof casing.  Fleet operators can 
monitor vehicle usage and AdBlue tank activity as the date, time 
and amount of AdBlue dispensed is recorded.

Drivers and vehicles are identified via RFID fobs or pin code entry, 
and ror security purposes dispensing will only be permitted if 
users are authorised.

Usage data is transferred directly via cloud-based software on a 
PC, Tablet or Phone, which means management information can 
be viewed remotely at any time.

Telemetry stock management
Greenox® bulk tanks are monitored by our REACT™ tank 
management system using remote GSM telemetry so you 
can be sure that you always have AdBlue® available, leaving 
you to concentrate on your core business. 

Once the tank stock reaches an agreed refill level we will 
contact you to arrange your top up, or if you prefer we can 
refill automatically against standing order. 

If you already have your own storage tank we can usually 
retrofit our telemetry at no extra charge against an agreed 
quantity of AdBlue® to help simplify your supply and ensure 
constant availability.

Dashboard sample

Test Units Min Max Reason for Testing
                                                                                                AdBlue® ISO 22241 Specification and Testing procedure 

Urea Content % 31.8 33.2
Finished product undergoes physical testing to verify that the dilution process  
has attained the correct concentration. Any solutions that are above or below  

the desired strength can be adjusted post-production.
Density @20�C kg/m3 1087 1093
Refractive Index 
@20�C

- 1.3814 1.3843

Alkalinity as NH3 % - 0.2 We conduct analysis for the impurities present in the base urea, focusing particularly 
on the insoluble component, Biuret. Biuret does not hydrolyse in the SCR process and 

can accumulate and polymerise in the exhaust system.
Biuret % - 0.3
Aldehydes mg/kg - 5
Insoluable Matter mg/kg - 20 High level filtration removes harmful insolubles, which can block pores 

in the exhaust catalyst.
Possible Source of Contaminant Reason for Testing

Phosphate (PO4) mg/kg - 0.5 Cross contamination with general fertilisers
In accordance with the VDA licensing 
agreement, comprehensive testing 
is conducted to ensure all AdBlue®  

is manufactured to the required 
ISO22241 standard.

Out of spec material could damage the 
SCR catalyst and lead to a  

costly vehicle failure.
Greenox® analyse test results 

conducted by an independent lab on 
every production cycle. Product is 

only made available for sale  
upon receipt of a conforming 

Certificate of Analysis.

Calcium (Ca) mg/kg - 0.5
Highly purified water has a critical role 

in the AdBlue® production process. Poor 
water quality would lead to a solution 
containing elevated levels of minerals.

Aluminium , Iron, Zinc and other soft 
metals are corroded by AdBlue® and must 

not come into contact and contaminate 
the solution. Pipe work and seals must be 
manufactured with compatible materials.

Heavy metals are an indication of poor raw 
material quality and are harmful to the  

SCR system.

Magnesium mg/kg - 0.5
Iron (Fe) mg/kg - 0.5
Aluminium (Al) mg/kg - 0.5
Sodium mg/kg - 0.5
Potassium mg/kg - 0.5
Copper (Cu) mg/kg - 0.2
Zinc (Zn) mg/kg - 0.2
Chromium (Cr) mg/kg - 0.2
Nickel (Ni) mg/kg - 0.2
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ZVA automatic nozzle 
Product code: AD993
Prevents cross fuelling of 
AdBlue® into diesel tanks by 
use of the magnetic activation 
system built into the vehicle’s 
AdBlue® tank. Electrically 
pumped systems only 

Plastic IBC coupler (CDS compatible)  
Product code: AD996
Replacement coupler for 
AD963/AD964 pumps fitted 
with CDS/SEC plastic IBC 
coupler. 
Supplied with 19mm plastic 
hosetail

IBC Spill pallet
Product code: AD988
Secondary containment for 
use with IBCs, particularly 
recommended where IBCs with 
bottom outlet taps are used
Please note: IBC not included

Economy plastic trigger nozzle
Product code: AD994 
Replacement basic trigger  
nozzle for AD973/AD963  
electric pump or AD998  
gravity dispense kit. Plastic 
construction with stainless steel  
spout and plastic 19mm hose  
tail fitted 

2 and 4 Drum spill pallet
Product code:  
AD882 (2 Drum) 
AD884 (4 Drum)
Secondary spill containment  
large enough to support  
2 x 205 litre barrels and  
4 x 205 Iitre barrels
Please note:  
Drums not included

Automatic trigger nozzle
Product code: AD986
Replacement automatic shut-off  
nozzle for AD974/AD964 electric  
pump or bulk tank systems.  
Stainless steel construction  
with 19mm stainless steel  
hose tail fitted. Electrically  
pumped systems only  
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 is a registered trademark of the Verband der Automobilindustrie eV (VDA)  

 is a licensed trademark of Tennants Distribution Ltd in the UK and Ireland

For further information contact us:
Telephone: 0161 205 4454   

Email: info@greenoxsolution.co.uk
Tennants Distribution Ltd  

Manchester, England, M8 0GR

UK’s leading independent producer of 


